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the indenting-point on the diaphragm of ®.
Thisspring and point are so arranged as to-.all
exactly into the path of all the indentations.
This spring is connected to the diaphragm F
of C by a thread or other substance capable
of conveying the movements of D. Now,
when the cylinder is allowed to rotate, the
spring D is set in motion by each indentation
corresponding to its depth and length. This
motion is conveyed to the diaphragm either
by vibrations through a thread or directly by

connecting the spring to the diaphragm T,

and these motions being due to the indenta-
tions, which are an exactrecord of every move-
ment of the first diaphragm, the voice of the
speaker is reproduced exactly and clearly, and
with sufficient volume to be heard at some dis-
tance, '
. The indented material may be detached from
the machine and preserved for any length of
time, and by replacing the foil in a proper
manner the original speaker’s voice can be re-
produced, and the same may be repeated fre-
quently, as the foil is not changed in shape if
the apparatus is properly adjusted.

The record, if it be upon tin-foil, may be
stereotyped by means of the plaster-of-paris
Process, and from the stereotype multiple

-copies may bemadeexpeditiously and cheaply -

by casting or by pressing tin-foil or other ma-

. terial upon it. Thisis valuable when musical

compositions are required for numerous ma-

_chines,

It is obvious that many forms of mechanism
may be used to give motion to the material to
be indented. For instance, a revolving plate
may have a volute spiral cut both on its upper
and lower surfaces, on the top of which the
foil or indenting material is laid and secured
in a proper manner. - A two-part arm is used
with this disk, the portion beneath the disk
having a point in the lower groove, and the

- portion above the disk carrying the speaking
- and receiving diaphragmic deviees, which arm
.i8 caused, by the volute spiral groove upon

the lower surface, to swing gradually from
near the center to the outer circumference of
the plate as it is revolved, or vice versa.

An apparatus of this general character
adapted to a magnet that indents the paper

is shown in my application for a patent, No.-

128, filed March 26, 1877; hence no claim is
made herein to such apparatus, and further
description of the same is unnecessary.
" A wide continuous roll of material may be
used, the diaphragmic devices being recipro-
ci by proper mechanical devices backward
and forward over the roll as it passes forward;
or a narrow strip like that in a Morse register
may be moved in contact with the indenting-
point, and from this the sounds may be repro-

duced. The material employed for this pur-
Pose may be soft paper saturated or coated |

with parafiine or similar material, with a sheet
of metal foil on the surface thereof to receive
the impression from the indenting-point.

I do not wish to confine myself to reproduc-

ing sound by indentations only, as the trans-
mitting or recording device may be in a sinu-
ous form, resulting from the use of a thread
passing with paper beneath the pressure-roll-
ers ¢, (see Fig. 3,) such thread being moved
laterally by a fork or eye adjacent.to the
roller ¢, and receiving its motion from the dia-
phragm G, with which such fork or eye is con-
nected, and thus record the movement of the
diaphragm by the impression of the thread in
the paper to the right and left of 3 straight
line, from which indentation the receiving-
diaphragm may receive its motion and the

sound be reproduced, substantially in the man-

ner I have already shown; or the diaphragm
may, by its motion, give more or less pressure
to an inking-pen, 4, Fig. 4, the point of which
rests upon paper or other material moved
along regularly beneath the point of the Den,
thus causing more or less ink to be deposited
upon the material, according to the greater or
lesser movement of the diaphragm. These
ink-marks_ serve to give motion to a second
diaphragm when the paper containing such
marksisdrawn along beneath the end of a lever
resting upon them and connected to such dia-
phragm, the lever and diaphragm bein gmoved
by the friction between the point being great-
est, or the thickness of the ink being greater
where there is a large quantity of ink than
where there is a small quantity. Thus the
original sound-vibrations are reproduced upon
the second diaphragm. ]

* Iclaim as my invention—

1. The method herein specified of reproduc-

ing the human voice or other sounds by caus-
ing the sound-vibrations to be recorded, sub-
stantially as specified, and obtaining motion
from that record, substantially as set forth, for
the reproduction of the sound-vibrations.
2. The combination, with a diaphragm ex-
posed to sound-vibrations, of a moving surfice
of yielding material—such as metallic foil—

upon which.marks are made corresponding to -

the sound - vibrations, and of a character
adapted to use in thereproduction of the sound,
substantially as set forth. i

3. The combination, with a surface having
marks thereon corresponding to sound-vibra-
tions, of a point receiving motion from such
marks, and a diaphragm connected to said
point, and responding to the motion of the
point, substantially as set forth.

4. In an instrument for'making a record of
sound-vibrations, the combination, with the
diaphragm and point, of a cylinder baving a
helical groove and means for revolving the
cylinder and communicating an end movement

corresponding to the inclination of the helical ~ -

groove, substantially as set forth.
Signed by me this 15th day of December,
A. D, 1877. .

THOS. A. EDISON,

Witnesses: :
GEo. T. PINCENEY,
CHAS. H. SumiTH.



